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THE CONTRACTOR SHALL CAREFULLY READ ALL OF THE NOTES AND SPECIFICATIONS, THE
CONTRACTOR SHALL BE SATISFIED AS TO THE TRUE MEANING AND INTENTION AND SHALL BE
RESPONSIBLE FOR COMPLYING WITH EACH.

GENERAL NOTES:

1) ALL IMPROVEMENTS SHALL BE CONSTRUCTED IN STRICT ACCORDANCE WITH THE
FOLLOWING: THE UTAH CHAPTER OF THE 2002 EDITION AMERICAN PUBLIC WORKS
ASSOCIATION MANUAL OF STANDARD PLANS AND SPECIFICATIONS IN ITS LATEST EDITION
(APWA), WHERE APPLICABLE.

2) PRIOR TO ANY WORK BEING PERFORMED, THE CONTRACTOR SHALL CONTACT
THE UTAH NATIONAL GUARD FOR A PRE—CONSTRUCTION CONFERENCE AS DIRECTED
BY THE OWNER. CONTRACTOR SHALL ALSO NOTIFY THE BELOW LISTED PROJECT
CONTACTS (48) HOURS IN ADVANCE OF SAID MEETING:

A.  REGULATORY AGENCY: UTAH NATIONAL GUARD

12953 SOUTH MINUTEMAN DRIVE, DRAPER UT 84020-1776

(801) 523-4233
(801) 523-4737 FAX

CONTACT: D. SCOTT POTIER, ENGINEERING SUPERVISOR

B ENGINEER: NOLTE ASSOCIATES, INC.

5217 SOUTH STATE STREET, SUITE 300, MURRAY, UT 84107-4828

(801) 743-1300
(801) 743-0300 FAX
CONTACT:  CURT McCUISTION, P.E.

C.  POWER COMPANY: PACIFICORP
12840 SOUTH PONY EXPRESS ROAD, RIVERTON, UT 84065
(801) 576—6228

CONTACT: JOHN SPRINGER

D.  GAS COMPANY: QUESTAR
1140 WEST 200 SOUTH, SALT LAKE CITY, UT 84104
(801) 324-3957
CONTACT:  DEANNA HOPKINS

E.  TELEPHONE COMPANY: QWEST
1425 WEST 3100 SOUTH, SALT LAKE CITY, UT 84119
(801) 974—8140
CONTACT:  VALERIE SPROWELL

3) IT IS INTENDED THAT THESE PLANS AND SPECIFICATIONS REQUIRE ALL LABOR AND
MATERIALS NECESSARY AND PROPER FOR THE WORK CONTEMPLATED AND THAT THE WORK
BE COMPLETED IN ACCORDANCE WITH THEIR TRUE INTENT AND PURPOSE. THE
CONTRACTOR SHALL NOTIFY THE ENGINEER IMMEDIATELY REGARDING ANY DISCREPANCIES
OR AMBIGUITIES WHICH MAY EXIST IN THE PLANS OR SPECIFICATIONS. THE ENGINEER’S
INTERPRETATION THEREOF SHALL BE CONCLUSIVE.

4) WHERE THE PLANS OR SPECIFICATIONS DESCRIBE PORTIONS OF THE WORK IN
GENERAL TERMS BUT NOT IN COMPLETE DETAIL, IT IS UNDERSTOOD THAT ONLY THE BEST
GENERAL PRACTICE IS TO PREVAIL AND THAT ONLY MATERIALS AND WORKMANSHIP OF THE
FIRST QUALITY ARE TO BE USED.

5) THE CONTRACTOR SHALL BE SKILLED AND REGULARLY ENGAGED IN THE GENERAL
CLASS AND TYPE OF WORK CALLED FOR IN THE PROJECT PLANS AND SPECIFICATIONS.
THEREFORE, THE OWNER IS RELYING UPON THE EXPERIENCE AND EXPERTISE OF THE
CONTRACTOR, IT SHALL BE EXPECTED THAT PRICES PROVIDED WITHIN THE CONTRACT
DOCUMENTS SHALL INCLUDE ALL LABOR AND MATERIALS NECESSARY AND PROPER FOR THE
WORK CONTEMPLATED AND THAT THE WORK BE COMPLETED IN ACCORDANCE WITH THEIR
TRUE INTENT AND PURPOSE.

THE CONTRACTOR SHALL BE COMPETENIT, KNOWLEDGEABLE AND HAVE SPECIAL SKILLS IN
THE NATURE, EXTENT AND INHERENT CONDITIONS OF THE WORK TO BE PERFORMED.
CONTRACTOR SHALL ALSO ACKNOWLEDGE THAT THERE ARE CERTAIN PECULIAR AND
INHERENT CONDITIONS EXISTENT IN THE CONSTRUCTION OF THE PARTICULAR FACILITIES,
WHICH MAY CREATE, DURING THE CONSTRUCTION PROGRAM, UNUSUAL OR
UNSAFE CONDITIONS HAZARDOUS TO PERSONS, PROPERTY AND THE ENVIRONMENT.
CONTRACTOR SHALL BE AWARE OF SUCH PECULIAR RISKS AND HAVE THE SKILL AND
EXPERIENCE TO FORESEE AND TO ADOPT PROTECTIVE MEASURES TO ADEQUATELY AND
SAFELY PERFORM THE CONSTRUCTION WORK WITH RESPECT TO SUCH HAZARDS.

6) THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL PERMITS AND LICENSES
REQUIRED FOR THE CONSTRUCTION AND COMPLETION OF THE PROJECT, AND SHALL
PERFORM ALL WORK IN ACCORDANCE WITH THE REQUIREMENTS AND CONDITIONS OF ALL
PERMITS AND APPROVALS APPLICABLE TO THIS PROJECT. THE CONTRACTOR SHALL ENSURE
THAT THE NECESSARY RIGHT-OF-WAYS, EASEMENTS, AND/OR PERMITS ARE SECURED PRIOR
TO0 CONSTRUCTION.

7) THE CONTRACTOR SHALL, AT THE TIME OF BIDDING, AND, THROUGHOUT THE
PERIOD OF THE CONTRACT, BE LICENSED IN THE STATE OF UTAH AND SHALL
BE BONDABLE FOR AN AMOUNT EQUAL TO OR GREATER THAN THE AMOUNT BID
AND TO DO THE TYPE OF WORK CONTEMPLATED IN THE PLANS AND
SPECIFICATIONS. CONTRACTOR SHALL BE SKILLED AND REGULARLY ENGAGED IN
THE GENERAL CLASS AND TYPE OF WORK CALLED FOR IN THE PLANS AND
SPECIFICATIONS.

8) CONTRACTOR SHALL INSPECT THE SITE OF THE WORK PRIOR TO BIDDING
TO SATISFY THEMSELVES BY PERSONAL EXAMINATION OR BY SUCH OTHER
MEANS AS THEY MAY PREFER, OF THE LOCATION OF THE PROPOSED WORK,
AND OF THE ACTUAL CONDITIONS OF AND AT THE SITE OF WORK.

IF, DURING THE COURSE OF THEIR EXAMINATION, A BIDDER FINDS FACIS OR CONDITIONS
WHICH APPEAR TO THEM TO BE IN CONFLICT WITH THE LETTER OR SPIRIT OF THE PROJECT
PLANS AND SPECIFICATIONS, THEY SHALL CONTACT THE ENGINEER FOR ADDITIONAL
INFORMATION AND EXPLANATION BEFORE SUBMITIING THEIR BID.

SUBMISSION OF A BID BY THE CONTRACTOR SHALL CONSTITUTE ACKNOWLEDGMENT THAT,
IF AWARDED THE CONTRACT, THEY HAVE RELIED AND ARE RELYING ON THEIR OWN
EXAMINATION OF (1) THE SITE OF THE WORK, (2) ACCESS TO THE SITE, AND (3) ALL OTHER
DATA AND MATTERS REQUISITE TO THE FULFILLMENT OF THE WORK AND ON THEIR OWN
KNOWLEDGE OF EXISTING FACILITIES ON AND IN THE VICINITY OF THE SITE OF THE WORK TO
BE CONSTRUCTED UNDER THIS CONTRACT.

THE INFORMATION PROVIDED BY THE ENGINEER IS NOT INTENDED TO BE A
SUBSTITUTE FOR, OR A SUPPLEMENT TO THE INDEPENDENT VERIFICATION BY THE
CONTRACTOR TO THE EXTENT SUCH INDEPENDENT INVESTIGATION OF SITE CONDITIONS IS
DEEMED NECESSARY OR DESIRABLE BY THE CONTRACTOR. CONTRACTOR SHALL
ACKNOWLEDGE THAT THEY HAVE NOT RELIED SOLELY UPON OWNER OR ENGINEER
FURNISHED INFORMATION REGARDING SITE CONDITIONS IN PREPARING AND SUBMITITING
THEIR BID.

9) THE CONTRACTOR SHALL PROVIDE ALL LIGHTS, BARRICADES, SIGNS, FLAGMEN OR
OTHER DEVICES NECESSARY FOR PUBLIC SAFETY, AS REQUIRED BY THE RESPECTIVE REGULATORY AGENCY

10) THE CONTRACTOR SHALL BE RESPONSIBLE TO PROVIDE ALL WATER, POWER, SANITARY
FACILITIES AND TELEPHONE SERVICES AS REQUIRED FOR THE CONTRACTORS USE DURING CONSTRUCTION.

11) THE CONTRACTOR SHALL BE HELD RESPONSIBLE FOR ANY FIELD CHANGES MADE
WITHOUT PRIOR WRITTEN AUTHORIZATION FROM THE OWNER, AND/OR THE ENGINEER.

12) THE CONTRACTOR SHALL EXERCISE DUE CAUTION AND SHALL CAREFULLY PRESERVE
BENCH MARKS, CONTROL POINTS, REFERENCE POINTS AND ALL SURVEY STAKES, AND SHALL
BEAR ALL EXPENSES FOR REPLACEMENT AND/OR ERRORS CAUSED BY THEIR UNNECESSARY
LOSS OR DISTURBANCE.

13) THE CONTRACTOR AGREES THAT:

A.  THEY SHALL BE RESPONSIBLE TO CLEAN THE JOB SITE AT THE END OF EACH
PHASE OF WORK.

B.  THEY SHALL BE RESPONSIBLE TO REMOVE AND DISPOSE OF ALL TRASH, SCRAP
AND UNUSED MATERIAL OFF SITE AT THEIR OWN EXPENSE IN A TIMELY MANNER.

C. THEY SHALL BE RESPONSIBLE TO MAINTAIN THE SITE IN A NEAT, SAFE AND
ORDERLY MANNER AT ALL TIMES.

D.  THEY SHALL BE RESPONSIBLE TO KEEP MATERIALS, EQUIPMENT, AND TRASH OUT
OF THE WAY OF OTHER CONTRACTORS SO AS NOT TO DELAY THE JOB. FAILURE
T0 DO SO WILL RESULT IN A DEDUCTION FOR THE COST OF CLEAN UP FROM
THE FINAL PAYMENT.

E. THEY SHALL BE RESPONSIBLE FOR THEIR OWN SAFETY, TRAFFIC CONTROL,
PERMITS, RETESTING AND REINSPECTIONS AT THEIR OWN EXPENSE.

14) THE CONTRACTOR SHALL ASSUME SOLE AND COMPLETE RESPONSIBILITY
FOR JOBSITE CONDITIONS DURING THE COURSE OF CONSTRUCTION OF THIS
PROJECT, INCLUDING SAFETY OF ALL PERSONS AND PROPERTY. THIS
REQUIREMENT SHALL APPLY CONTINUOUSLY AND NOT BE LIMITED TO NORMAL
WORKING HOURS. THE CONTRACTOR SHALL DEFEND, INDEMNIFY AND HOLD THE
OWNER AND ENGINEER HARMLESS FROM ANY AND ALL LIABILITY, REAL OR
ALLEGED, IN CONNECTION WITH THE PERFORMANCE OF WORK ON THIS PROJECT,
EXCEPTING FOR LIABILITY ARISING FROM THE SOLE NEGLIGENCE OF THE OWNER
OR THE ENGINEER. CONTRACTOR SHALL SECURE SITE WITH CONSTRUCTION
FENCING

15) DUST CONTROL SHALL BE PROVIDED AT ALL TIMES, AT THE CONTRACTOR’S
EXPENSE, TO MINIMIZE ANY DUST NUISANCE AND SHALL BE IN ACCORDANCE
WITH SECTION 01570 (APWA) AND THE REQUIREMENTS OF THE REGULATORY
AGENCY

16) FOR ALL WORK WITHIN PUBLIC RIGHT—OF—WAYS OR EASEMENTS, THE
CONTRACTOR SHALL PRESERVE THE INTEGRITY AND LOCATION OF ANY AND ALL
PUBLIC UTILITIES AND PROVIDE THE NECESSARY CONSTRUCTION TRAFFIC
CONTROL. CONTRACTOR SHALL, THROUGH THE ENCROACHMENT PERMIT
PROCESS, VERIFY WITH THE NECESSARY REGULATORY AGENCIES, THE NEED FOR
ANY TRAFFIC ROUTING PLAN. IF PLAN IS REQUIRED, CONTRACTOR SHALL
PROVIDE PLAN AND RECEIVE PROPER APPROVALS PRIOR TO BEGINNING
CONSTRUCTION.

17) THE CONTRACTOR SHALL BE RESPONSIBLE FOR ADEQUATELY SCHEDULING
INSPECTION AND TESTING OF ALL FACILITIES CONSTRUCTED UNDER THIS
CONTRACT. ALL TESTING SHALL CONFORM TO THE REGULATORY AGENCY'S
STANDARD SPECIFICATIONS. ALL TESTING AND INSPECTION SHALL BE PAID FOR
BY THE OWNER; ALL RE—TESTING AND/OR RE— INSPECTION SHALL BE PAID
FOR BY THE CONTRACITOR.

18) IF EXISTING IMPROVEMENTS NEED TO BE DISTURBED AND/OR REMOVED
FOR THE PROPER PLACEMENT OF IMPROVEMENTS TO BE CONSTRUCTED BY
THESE PLANS, THE CONTRACTOR SHALL BE RESPONSIBLE FOR PROTECTING
EXISTING IMPROVEMENTS FROM DAMAGE. COST OF REPLACING OR REPAIRING
EXISTING IMPROVEMENTS SHALL BE INCLUDED IN THE UNIT PRICE BID FOR ITEMS
REQUIRING REMOVAL AND/OR REPLACEMENT OF EXISTING IMPROVEMENTS.
THERE WILL BE NO EXTRA COST DUE THE CONTRACTOR FOR REPLACING OR
REPAIRING EXISTING IMPROVEMENTS.

19) WHENEVER EXISTING FACILITIES ARE REMOVED, DAMAGED, BROKEN, OR CUT
IN THE INSTALLATION OF THE WORK COVERED BY THESE PLANS OR
SPECIFICATIONS, SAID FACILITIES SHALL BE REPLACED AT THE CONTRACTOR'’S
EXPENSE, AFTER PROPER BACKFILLING AND/OR CONSTRUCTION, WITH MATERIALS
EQUAL TO OR BETTER THAN THE MATERIALS USED IN THE ORIGINAL EXISTING
FACILITIES. THE FINISHED PRODUCT SHALL BE SUBJECT TO THE APPROVAL OF
THE OWNER, THE ENGINEER, AND THE RESPECTIVE REGULATORY AGENCY.

20) THE CONTRACTOR SHALL MAINTAIN A NEATLY MARKED SET OF FULL—SIZE
AS—BUILT RECORD DRAWINGS SHOWING THE FINAL LOCATION AND LAYOUT OF
ALL STRUCTURES AND OTHER FACILITIES. AS—BUILT RECORD DRAWINGS SHALL
REFLECT CHANGE ORDERS, ACCOM— MODATIONS, AND ADJUSTMENTS TO ALL
IMPROVEMENTS CONSTRUCTED. WHERE NECESSARY, SUPPLEMENTAL DRAWINGS
SHALL BE PREPARED AND SUBMITTED BY THE CONTRACTOR. PRIOR TO
ACCEPTANCE OF THE PROJECT, THE CONTRACTOR SHALL DELIVER TO THE
ENGINEER, ONE SET OF NEATLY MARKED AS—BUILT RECORD DRAWINGS SHOWING
THE INFORMATION REQUIRED ABOVE. AS—BUILT RECORD DRAWINGS SHALL BE
REVIEWED AND THE COMPLETE AS—BUILT RECORD DRAWING SET SHALL BE
CURRENT WITH ALL CHANGES AND DEVIATIONS REDLINED AS A PRECONDITION TO

THE FINAL PROGRESS PAYMENT APPROVAL AND/OR FINAL ACCEPTANCE.

21) WORK IN EASEMENT AND/OR RIGHT—OF—WAY IS SUBJECT TO THE
APPROVAL AND ACCEPTANCE OF THE REGULATORY AGENCY RESPONSIBLE FOR

OPERATION AND/OR MAINTENANCE OF SAID EASEMENT AND/OR RIGHT—OF—WAY.

22) GENERAL NOTE: CONTRACTOR TO SUBMIT TRAFFIC CONTROL PLAN TO THE
REGULATORY AGENCY PRIOR TO CONSTRUCTION FOR APPROVAL.

CLEARING AND GRADING NOTES:

1) BENCHMARK: BASED ON FINISHED FLOOR

ELEVATION: 100.00

DATUM: NAIL IN ASPHALT

DESCRIPTION:  NAIL IN ASPHALT APPROXIMATELY 18.5" SOUTH OF S.E. CORNER OF
NATIONAL GUARD BUILDING ELEV. 99.40

2) CONTRACTOR SHALL PERFORM EARTHWORK IN ACCORDANCE WITH DIVISION 2
OF THE AMERICAN PUBLIC WORKS ASSOCIATION STANDARD SPECIFICATIONS.

3) IF THE PROJECT REQUIRES ANY IMPORT OR EXPORT TO ACHIEVE A BALANCED SITE, A
SEPARATE UNIT PRICE PER CUBIC YARD SHALL BE INCLUDED IN THE BID FOR SAID IMPORT OR
EXPORT. ANY EXPORT MATERIAL SHALL BE STOCKPILED OR REMOVED FROM THE PROJECT
SITE AS DIRECTED BY THE OWNER AND/OR ENGINEER.

UNDERGROUND UTILITIES:

1)  THE INFORMATION SHOWN ON THE PLANS WITH REGARD TO THE EXISTING UTILITIES
AND/OR IMPROVEMENTS, WAS DERIVED FROM FIELD INVESTIGATIONS AND/OR RECORD
INFORMATION.  THE ENGINEER DOES NOT GUARANTEE THESE LOCATIONS TO BE EITHER
TRUE OR EXACT. PRIOR TO CONSTRUCTION, IT SHALL BE THE CONTRACTOR'S SOLE
RESPONSIBILITY TO VERIFY ALL EXISTING IMPROVEMENTS AND TO EXPOSE ALL EXISTING
UNDERGROUND UTILITIES RELATED TO THE PROJECT, INCLUDING BUT NOT LIMITED TO,
SEWER, STORM DRAIN, WATER, IRRIGATION, GAS, ELECTRICAL, ETC. AND SHALL NOTIFY THE
ENGINEER IN WRITING FORTY—EIGHT (48) HOURS IN ADVANCE OF EXPOSING THE UTILITIES, SO
THAT THE EXACT LOCATION AND ELEVATION CAN BE VERIFIED AND DOCUMENTED. THE COST
ASSOCIATED TO PERFORM THIS WORK SHALL BE INCLUDED IN EITHER THE LUMP SUM CLEARING
COST OR IN THE VARIOUS ITEMS OF WORK. IF LOCATION AND/OR ELEVATION DIFFERS FROM THAT
SHOWN ON THE DESIGN PLANS, PROVISIONS TO ACCOMMODATE NEW LOCATION/ELEVATION MUST
BE MADE PRIOR TO CONSTRUCTION.

2)  PRIOR TO COMMENCING ANY WORK, IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY
T0 HAVE EACH UTILITY COMPANY LOCATE, IN THE FIELD, THEIR MAIN AND SERVICE LINES.
THE CONTRACTOR SHALL NOTIFY BLUE STAKES AT 1-800—-662—4111 48 HOURS IN
ADVANCE OF PERFORMING ANY EXCAVATION WORK. THE CONTRACTOR SHALL RECORD
THE BLUE STAKES ORDER NUMBER AND FURNISH ORDER NUMBER TO OWNER AND
ENGINEER PRIOR TO ANY EXCAVATION. IT WILL BE THE CONTRACTORS SOLE
RESPONSIBILITY TO DIRECTLY CONTACT ANY OTHER UTILITY COMPANIES
THAT ARE NOT MEMBERS OF BLUE STAKES. IT SHALL BE THE CONTRACTOR’S
SOLE RESPONSIBILITY TO PROTECT ALL EXISTING UTILITIES SO THAT
NO DAMAGE RESULTS TO THEM DURING THE PERFORMANCE OF THIS CONTRACT. ANY
REPAIRS NECESSARY TO DAMAGED UTILITIES SHALL BE PAID FOR BY THE CONTRACTOR. THE
CONTRACTOR SHALL BE REQUIRED TO COOPERATE WITH OTHER CONTRACTORS AND UTILITY
COMPANIES INSTALLING NEW STRUCTURES, UTILITIES AND SERVICE TO THE PROJECT.

3) THE CONTRACTOR SHALL PROVIDE ALL SHORING, BRACING, SLOPING OR OTHER
PROVISIONS NECESSARY TO PROTECT WORKMEN FOR ALL AREAS TO BE EXCAVATED TO A
DEPTH OF 4’ OR MORE. FOR EXCAVATIONS 4 FEET OR MORE IN DEPTH, THE
CONTRACTOR SHALL COMPLY WITH INDUSTRIAL COMMISSION OF UTAH SAFETY ORDERS
SECTION 68 — EXCAVATIONS, AND SECTION 69 — TRENCHES, ALONG WITH ANY LOCAL
CODES OR ORDINANCES.

4) PRIOR TO OPENING AN EXCAVATION, EFFORT SHALL BE MADE TO DETERMINE
WHETHER UNDERGROUND INSTALLATIONS; LE. SEWER, WATER, FUEL, ELECITRIC LINES, ETC.,
WILL BE ENCOUNTERED AND IF SO, WHERE SUCH UNDERGROUND INSTALLATIONS ARE
LOCATED. WHEN THE EXCAVATION APPROACHES THE APPROXIMATE LOCATION OF SUCH AN
INSTALLATION, THE EXACT LOCATION SHALL BE DETERMINED BY CAREFUL PROBING OR HAND
DIGGING; AND, WHEN IT IS UNCOVERED, ADEQUATE PROTECTION SHALL BE PROVIDED FOR
THE EXISTING INSTALLATION. ALL KNOWN OWNERS OF UNDERGROUND FACILITIES IN THE
AREA CONCERNED SHALL BE ADVISED OF PROPOSED WORK AT LEAST 48 HOURS PRIOR TO
THE START OF ACTUAL EXCAVATION.

THE CONTRACTOR WILL VERIFY DEPTHS OF ALL UTILITIES IN THE FIELD BY POT
HOLING A MINIMUM OF 300 FEET AHEAD OF PIPELINE CONSTRUCTION TO AVOID
CONFLICTS WITH DESIGNED PIPELINE GRADE AND ALIGNMENT. IFF A CONFLICT
ARISES RESULTING FROM THE CONTRACTOR NEGLECITING TO POT HOLE UTILITIES
THE CONTRACTOR WILL BE REQUIRED TO RESOLVE THE CONFLICT WITHOUT
ADDITIONAL COST OR CLAIM TO THE OWNER.

5) IT SHALL BE THE CONTRACTOR’S RESPONSIBILITY TO INSTALL PIPE OF ADEQUATE
CLASSIFICATION WITH SUFFICIENT BEDDING TO MEET ALL REQUIREMENTS AND
RECOMMENDATIONS OF WEST JORDAN CITY FOR H-20 LOAD REQUIREMENTS.

6) THE CONTRACTOR SHALL NOTIFY NOLTE ASSOCIATES, INC. IN WRITING AT LEAST
48 HOURS PRIOR TO BACKFILLING OF ANY PIPE WHICH STUBS TO A FUTURE PHASE
OF CONSTRUCTION FOR INVERT VERIFICATION. TOLERANCE SHALL BE IN ACCORDANCE
WITH THE REGULATORY AGENCY STANDARD SPECIFICATIONS.

7) ALL UNDERGROUND UTILITIES SHALL BE IN PLACE PRIOR TO INSTALLATION OF CURB,
GUTTER, SIDEWALK AND STREET PAVING.

SURFACE IMPROVEMENTS:

1) ALL MANHOLE RIMS, LAMPHOLES, VALVES AND MONUMENT BOXES, ETC. SHALL BE
ADJUSTED TO FINISHED GRADE & COLLARED AFTER SIREET PAVING, UNLESS OTHERWISE NOTED.
COST FOR THIS WORK SHALL BE INCLUDED IN THE UNIT PRICES FOR SAID FACILITIES.

2) PAYMENT FOR PAVEMENT WILL BE MADE ONLY FOR AREAS SHOWN ON PLANS.
REPLACEMENT OF PAVEMENT WHICH IS BROKEN OR CUT DURING THE INSTALLATION OF THE
WORK COVERED BY THESE SPECIFICATIONS, AND WHICH LIES OUTSIDE OF SAID AREAS,
SHALL BE INCLUDED IN THE CONTRACTOR'S UNIT PRICE FOR PAVEMENT, AND NO ADDITIONAL
PAYMENT SHALL BE MADE FOR SUCH WORK.

3) THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE REMOVAL OF ALL STRIPING
AND/OR PAVEMENT MARKINGS NECESSARY TO TIE EXISTING STRIPING INTO FUTURE
STRIPING. METHOD OF REMOVAL SHALL BE BY GRINDING OR SANDBLASTING.

4) STRIPING AND PAVEMENT MARKINGS SHALL BE IN CONFORMANCE WITH APWA
SECTIONS 01555 AND 02765 AND THE LATEST EDITION OF THE MUTCD

ROADWAY MATERIALS:

ROADWAY MATERIALS SPECIFICATIONS AND CONSTRUCTION REQUIREMENTS SHALL
BE AS OUTLINED IN THE GEOTECHNICAL REPORT PREFPARED BY A.M.E.C., DATED
MAY 26, 2005 AND AS OUITLINED BY THE APWA STANDARDS.

ABBREVIATION :
APWA AMERICAN PUBLIC WORKS ASSOC. MIN MINIMUM
AC ASPHALTIC CONCRETE N NORTH
& AND NIC NOT IN CONTRACT
APPR. APPROXIMATELY NTS NOT TO SCALE
ARV AIR RELEASE VALVE 0.C. ON CENTER
@ AT OH OVERHEAD
BDRY BOUNDARY PC POINT OF CURVATURE
BVC BEGIN VERTICAL CURVE P.E. REGISTERED PROFESSIONAL ENGINEER
BRG BEARING Pl POINT OF INTERSECTION
BwW BOTTOM OF WALL PL PROPERTY LINE
CB CATCH BASIN POC POINT ON CURVE
CLOR ¢  CENTERLINE PP POWER POLE
CMP CORRUGATED METAL PIPE PRC POINT OF REVERSE CURVE
C.0.B. CLEANOUT BOX PRV PRESSURE REDUCING VALVE
CONC CONCRETE PSI POUNDS PER SQUARE INCH
DET DETAIL PT POINT OF TANGENT
DIA DIAMETER PVC POLYVINYL CHLORIDE
DIP DUCTILE IRON PIPE PUD PUBLIC UTILITY & DRAINAGE EASEMENT
DIST DISTRICT PUE PUBLIC UTILITY EASEMENT
DWG DRAWING PVI POINT OF VERTICAL INTERSECTION
EA EACH PVT POINT OF VERTICAL TANGENT
EG EXISTING GRADE R RADIUS
EP EDGE OF PAVEMENT RCP REINFORCED CONCRETE PIPE
EvC END OF VERTICAL CURVE REF REFERENCE
ELEV ELEVATION R.O.W. RIGHT—OF—WAY
ESMT EASEMENT SS SANITARY SEWER
EXIST. EXISTING SD STORM DRAIN
EXP. EXPIRATION sw SIDEWALK
FF FINISH FLOOR SCH SCHEDULE
FH FIRE HYDRANT SEC. SECTION
FIN FINISH S.F. SQUARE FEET
FL FLOWLINE SHT SHEET
FT FEET STA STATION
GB GRADE BREAK STD STANDARD
HP HIGH POINT TBC TOP BACK OF CURB
HORIZ HORIZONTAL TEMP TEMPORARY
HYD HYDRANT THRU THROUGH
D INSIDE DIAMETER G TOP OF GRATE
L.E. INVERT ELEVATION ™w TOP OF WALL
IRR IRRIGATION YP TYPICAL
L LENGTH VAR VARIES
L.F. LINEAR FEET VERT VERTICAL
LP LOW POINT WATER WATER
MAX MAXIMUM w/ WITH
MH MANHOLE ws WATER SURFACE
LEGEND:
PROPOSED P.U.D.
PROPOSED FILL LINE
——— — — ——— PROPOSED CUT LINE
PROPOSED SIDEWALK
PROPOSED CURB & GUTTER
PROPOSED LOT LINE
PROPOSED PROPERTY LINE
— PROPOSED CENTERLINE
——— — — ———— PROPOSED RIGHT-OF—-WAY LINE
— o, PROPOSED WHITE VINYL FENCE
8w PROPOSED WATER LINE
24"IRR PROPOSED IRRIGATION LINE
Ss PROPOSED SEWER LINE
® PROPOSED SEWER M.H.
I PROPOSED WATER VALVE
x PROPOSED FIRE HYDRANT
o PROPOSED STREET LIGHT
K4 SEWER M.H. TAG
= PROPOSED CATCH BASIN
© PROPOSED CLEANOUT/IRRIGATION BOX
e PROPOSED COMBO. BOX
15"sD PROPOSED 15" STORM DRAIN LINE
18"sD PROPOSED 18" STORM DRAIN LINE
24"SD PROPOSED 24" STORM DRAIN LINE
E=3D STORM DRAIN BOX TAG
XX PROPOSED STREET LIGHT

EXIST. SECTION MONUMENT
EXIST. CURB & GUTTER
EXIST. LOT LINE

EXIST. PROPERTY LINE
EXIST. CONTOUR LINE
EXIST. CENTERLINE

EXIST. RIGHT-OF—WAY LINE
EXIST. FIRE HYDRANT
EXIST. WATER VALVE
EXIST. WATER LINE

EXIST. 8" WATER LINE
EXIST. IRRIGATION LINE
EXIST. STREET LIGHT
EXIST. IRRIGATION BOX
EXIST. WATER METER
EXIST. SEWER M.H.

EXIST. SEWER LINE

EXIST. CATCH BASIN
EXIST. CLEANOUT BOX
EXIST. COMBO. BOX
EXIST. STORM DRAIN LINE

REVISIONS:

ISSUED FOR REVIEW
ISSUED FOR CONSTRUCTION

All changes to the plans must be in writing

DATE
5/3,/06
5/8,/06

BY
CEM
CEM

The engineer preparing these plans will not be responsible
for, or liable for, unauthorized changes to or uses of
and must be approved by the preparer of these plans.

these plans.
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GENERAL NOIES

CONTRACTOR TO VERIFY LOCATION AND DEPTH OF
ALL UTILITIES PRIOR TO ANY CONSTRUCTION OR
EXCAVATION.

CONTRACTOR TO INSTALL MAGNETIC LOCATING
TAPE CONTINUOUSLY OVER ALL NONMETALLIC PIPE.

NO CHANGE IN DESIGN, LOCATION OR GRADE WILL
BE MADE BY THE CONTRACTOR WITHOUT THE
WRITTEN APPROVAL OF THE ENGINEER

CONTRACTOR TO CALL BLUE STAKES AT
532-5000 48 HOURS PRIOR TO ANY DEMOLITION
WORK.

ALL EXISTING GATES AND FENCES TO REMAIN
UNLESS OTHERWISE NOTED ON PLANS. PROTECT
ALL GATES AND FENCES FROM DAMAGE.

ALL CONSTRUCTION SIGNAGE, BARRICADE, TRAFFIC
CONTROL DEVICES, ETC., SHALL CONFORM TO THE
LATEST EDITION OF THE M.U.T.C.D. CONTRACTOR
WILL MAINTAIN SUCH SO THEY ARE PROPERLY
PLACED AND VISIBLE AT ALL TIMES.

WHEN NECESSARY, REMOVE CONCRETE TO NEXT NEAREST
JOINT OR SAWCUT ASPHALT TO PROVIDE A CLEAN EDGE
7O MATCH.

LEGEND

_ EXISTING BUILDING
NOT TO BE DISTURBED

7777 EXISTING ASPHALT
G TO REMAIN

EXISTING ASPHALT PAVING
10 BE REMOVED

EXISTING VEGETATION
. e 10 BE REMOVED

EXISTING SIDEWALK

EXISTING EDGE OF ASPHALT

EXISTING CURB AND GUTIER

& EXISTING POWER POLE
Xx EXISTING LIGHT POLE
] EXISTING UTILITY PEDESTAL

—Sp———S5p— EXISTING STORM DRAIN PIPE

x EXISTING FENCELINE
—o— EXISTING SIGN

@z EXISTING BUSH

® EXISTING TELEPHONE MANHOLE
= EXISTING DRAIN INLET BOX
EXISTING CLEANOUT BOX

® EXISTING SEWER MANHOLE

> EXISTING WATER VALVE

o2 EXISTING FIRE HYDRANT

w EXISTING WATER METER

SC EXISTING IRRIGATION BOX

(] EXISTING CONCRETE PAD

i EXISTING BOLLARD

—
——

DEMOLITION NOITES

QIONOIONOIOIOIO

REMOVE AND PROPERLY DISPOSE OF EXISTING ASPHALT

REMOVE AND PROPERLY DISPOSE OF EXISTING VEGETATION

CLEAR AND GRUB

TRANSITION TO EXISTING GRADE WITH LIKE MATERIALS

12: 17 MAXIMUM SLOPE

SAWCUT ASPHALT TO PROVIDE A CLEAN EDGE FOR CONSTRUCTION

REROUTE AND REMODEL SPRINKLER IRRIGATION. CONTRACTOR
10 SUBMIT PLAN FOR APPROVAL PRIOR TO BEGINNING WORK.

PROTECT EXISTING TREE IN PLACE

PROTECT IN PLACE

REFS: Expn, 24x36S

e

é
é
é
é
é
é
é
é
é
<
é
:
:
!

BUILDING
N.1.C.

— —
— "
——

GEOTECHNICAL BORING LOCATION

&

SCALE

HORIZONTAL: 1"

REVISIONS:

ISSUED FOR REVIEW
ISSUED FOR CONSTRUCTION

All changes to the plans must be in writing

DATE
5/3,/06
5/8,/06

The engineer preparing these plans will not be responsible
for, or liable for, unauthorized changes to or uses of
and must be approved by the preparer of these plans.

slala (\é
g<|° NO/lEVQ
©
(@)
o
o «
Ll 2
I_ )
2. m
l—
LL] =
@) 5
N
-
P S
D o
LLl E
< i
EZ
N <
W _,
<C S“‘
o £9
=4
()
Zz ,°¢8
<C = o
A » =
=2
oC S
-
<C
@ =
ﬂ E
l—
D
=g
[T
P o
LLl L
= &
o
L
oc
o
N~
= 53
-Z
N =
i
=
-
@ <
ZEE
w 38
=S
QEE
zzg
° Eg
w B8
- 3%
83

No. 270928
CURT EDWARD

McCUISTION

SHEET NUMBER

3

OF 9 SHEETS

SCALE

VERTICAL: 1"=N/A
HORIZONTAL: 17= 40’

JOB NUMBER

SLB0254




. d daud Ve ddi ¥ - . H . . . . . .
mémﬂo\s w@ﬁ %w& Qemsmﬁ 9 %me sw °9 &msawﬁ x 900¢ 'AVN *:@3llingns 31vd ayvnd® T1VYNOILVN HV.LN ‘HO4 d3Hvd3dd NOY'3LION MM _XVd 0060€YL108 3L 00EHEYL108 o
JO s8sn Jo 03 sabupbyo paziioyynoun ‘ioj 8|qpl| Jo “Ioy .mHv_ L0I¥8 "IN AVHUNN 00€ 31INS 133418 3LVY.1S HLNOS LIS S ﬁ M,O
ajqisuodsal aq jou (im suojd esayy buipdeid ussuibus ayj | = GZ—G<EG |—|—<mm>o X = o 2 N <
S NI H3 3 NI ON3I AaQNOAI3I 4 <O @ SRS Y
= = e TR (-
SININ3IAOHdNI 31IS 82 YOS E Es
Q3 ry »3IS g
T =N = D
o= » o E
o €9
NOILONYLSNOD d04 Q3NsSI 90/8/S N30 0 L
=z = 2 1 YILNIO SSINIAYIH NVYQHOr LSIM :
‘SNOISIATY aLva Ag "ON
o e
I
M - <
11 ——— S 5B\
= m
=
S M
S
I o
©
<
X
Q&
<
Q
Q
&
N
S
&
eBe=
O
<
X
Q
<X
Q.
Q
&
S
Q
Q
&
Q.
©
<
&
<
Q.
S
\ = >
/ > G
n X G
/ Q W
\ 3
S \ S3
< \ X @
X aQ
3 /
H / p_- il
= | |
2 | |
W / _ .
/ 7
\ &
/
|
O]
<
X
x
<X
Q
S
&
1)
Q. e
S ==
R o—
S0\
(a4
<
‘ X
@
<
Q.
Q
&
o
Q
S
&
Q.
WD ON TOdd gir ¥3N9IS3a dN\QavO\+SZ0g 15\ N *HLYVd OLX3 0Ldd S9¢Xpc UAX3 'Nddd S43FHX

INON MIA ONILLOTd — INON _ ‘30NNIS™ SIS ¥IAY3S

OMA" OV 04 NYN ONMYY¥A Wd £G°60°S WL 90/01L/S Alva




CEM

NONE

LEGEND GRADING NOITES

IPOSGR.DWG

PROJ. MGR:

JLB

NONE PLOTTING VIEW:
DESIGNER:

TIME: 5:10:12 PM DRAWING NAME:

SERVICE:
N: \SLB0254\CADD \IP

SLS1

5/10/06

SERVER:
PATH:

DATE:

z

EXISTING ASPHALT SEE DETAIL B/8 FOR INFLOW CURB DETAIL S
TO REMAIN i
S|z

PROPOSED ASPHALT PAVING SEE DETAIL C/8 FOR OUTFLOW CURB DETAIL ) 22
SECTION g2l
SEE DETAIL D/8 FOR ASPHALT SECTION 2\ 2o

EXISTING SIDEWALK * § §

SEE DETAIL G/8 FOR PIPE TRENCH DETAIL

EXISTING EDGE OF ASPHALT
EXISTING CURB AND GUTTER
EXISTING POWER POLE
EXISTING LIGHT POLE
EXISTING UTILITY PEDESTAL

SEE DETAIL E/8 FOR SIDEWALK DETAIL

12” HDPE
STORM DRAIN

All changes to the plans must be in writing

DATE
5/3,/06
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INV oUT

SEE DETAIL 1/9 FOR INLET BOX DETAIL 455,00 4584.06 / ALK O
SEE DETAIL H/9 FOR CATCH BASIN DETAIL /Xnm ------------------- = /408175

BY
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The engineer preparing these plans will not be responsible
for, or liable for, unauthorized changes to or uses of
and must be approved by the preparer of these plans.
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D/8 FOR ASPHALT SECTION

G/8 FOR PIPE TRENCH DETAIL
E/8 FOR SIDEWALK DETAIL

1/9 FOR INLET BOX DETAIL

H/9 FOR CATCH BASIN DETAIL
K/9 CUT AWAY CURB

WATER WAY PER APWA PLAN 211

L/9 FOR GRAVEL SECTION
N/9 FOR RIP—RAP DITCH

FUTURE
BULDING
N:-C.

SEE SHEET 6

EXISTING
STORAGE
BULDING

59%

|

EXISTING
STORAGE
BULDING

/

N 4501.78

E 4389.86
4602.33 EOP
MATCH EXISTING

N

N 4496.50
£ 45858:29

4596.34 EOFP
MATCH\ EXISTING

) —

SCALE
HORIZONTAL: 17 = 20

i |

0 5 10 20 30

REVISIONS:
ISSUED FOR REVIEW

ISSUED FOR CONSTRUCTION

DATE

5/3,/06
5/8,/06

All changes to the plans must be in writing

BY

CEM
CEM

NO.

The engineer preparing these plans will not be responsible
for, or liable for, unauthorized changes to or uses of
and must be approved by the preparer of these plans.

these plans.

NOILNYD

(o]

0 S

QN

LL} x

>

LLl =

O =

3

-

(dp) S
AN o
LLl 'E
2

< iz
Al
L Q.
<L c>><5
OC oA
S <

0 | o

< o

— O

U) _|

N 2

oC S

@) =

= =

|_

- |

— &

') L

LLl i

= o

Ll

o

53

s 38

~ zE

« ES

mz

>-::

No. 270928
CURT EDWARD

McCUISTION

SHEET NUMBER

7

OF 9  sHEETS

SCALE

VERTICAL: 1"=N/A
HORIZONTAL: 1"= 20’

JOB NUMBER

SLB0254




IPOSDT.DWG

TIME: _5:10:53 PM DRAWING NAME:

5/10/06

DATE:

NONE

PLOTTING VIEW:
DESIGNER:

SERVICE: NONE

SLS1

SERVER:
PATH:

NONE

NONE _PROJ. MGR:

N: \SLB0254\CADD\IP

6,, 2”
BOTTOM OF
CONTRACTION JOINT
12" I
6” 8
8"

‘ 3/4 BASE MATERIAL

i 307 !
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DENSITY (ASTM T230)
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